
DryErs

MaytaG® coMMErcial 
Multi-loaD stack DryEr
•  Maytag® Computer Trac® controls 

let you adjust prices by cycle, day 
and time—and they provide simple 
one-touch cycle selection.

•  Fast-drying axial airfl ow system.

•  ThermoGuard™ system helps 
prevent laundry overheating.

•  Extra-large door and drum 
openings allow quick, easy 
loading and unloading.

•  Front access for easy service.

MaytaG® coMMErcial 
Multi-loaD stack DryEr
•  The MLG31PC offers a 42-3/4" 

footprint depth—one of the 
smallest in the industry.

•  Programmable controls let you 
adjust pricing at the touch of 
a button.

• Fast-drying axial airfl ow system.

• Extra-large door openings.

•  Digital display shows time 
remaining in cycle.

MLG31PC

MaytaG® coMMErcial 
Multi-loaD DryEr
•  Large 75-pound capacity EZFit™ dryer 

fi ts through a 36" door opening.

•  Wide basket and shallow overall  
depth offer more drying power in 
less fl oor space.

•  Extra-large door and drum 
openings allow quick, easy 
loading and unloading.

•  Microprocessor controls for 
simple one-touch cycle selection.

•  Available in 30-, 50- and 75-pound 
capacities to fi t your needs.

MLG32/45PdMdG30/50/76PC
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  washErs ENErGy aDvaNtaGE™  
top-load washers

ENErGy aDvaNtaGE™ 
front-load washers

ENErGy aDvaNtaGE™   
rigid-Mount front-load washers

washEr spEcificatioNs
                                        

MoDEls Mat14cs Mat14pD/pr MhN30pD/pr/pN—Mhp30pr Mfr18pD Mfr25pD Mfr30pD

coNtrols
Microprocessor X X X X X
Manual X
payMENt typE
Coin-drop X X X X X
Coin Slide X
Card Reader-Ready X X    
Motor
Variable-speed, reversing, high-efficiency,  
controlled induction X

Reversing, thermoprotected X X X
Inverter drive, variable speed, reversing X X X
HP (kw) .5 (.37) .5 (.37) .54 (.40) .75 (.55) .75 (.55) 1 (.75)
Average energy consumption per cycle (kWh) .054

Volts (Hz) 120V (60) 120V (60) 120V (60) 120V 120V
208–240V  

Single-Phase/ 
Three-Phase

Export models—options available 220–240V (50) 220–240V (50) 208–240V  
1 PH or 3 PH

208–240V  
1 PH or 3 PH

208–240V  
1 PH or 3 PH

Voltage/breaker size: 120V/1 PH—amps 15 15 15 10 10
    208–240V/1 PH (2-wire + ground)—amps 15
    208–240V/3 PH (3-wire + ground)—amps 15
    Export models 220–240V—amps 10 10
spEED
Extract speed—rpm 640 640 1,000 580 580 525
Extract speed—g-force 107 107 306 100 100 100
watEr iNlEt/hosE
Water inlet hose length—ft. (m) 4.5 (1.37) 4.5 (1.37) 4 (1.22) 5 (1.52) 5 (1.52) 5 (1.52)

Operating pressure—psi (bar) 20–100
(1–8)

20–100
(1–8)

20–100
(1–8)

14.5–116 
(1–8)

14.5–116 
(1–8)

14.5–116 
(1–8)

drain hose—in. (mm) 
drain hose diameter—in. (mm) 
drain hose length—ft. (m) 

4.4 (1.3) 4.4 (1.3) 6 (1.83)
3.0 (76) I.d./ 

1.67 (.5)
3.0 (76) I.d./ 

1.67 (.5)
3.0 (76) I.d./ 

1.67 (.5)
souND lEvEl (EXport MoDEls oNly)

Sound pressure level, Lpa (dbA) (Kpa: +/- 10dbA) 58
capacity
Lbs. (kg) dry weight 18 (7) 25 (10) 30 (13)
Cylinder volume—cu. ft. (liters) 2.5 (71) 2.5 (71) 3.2 (91) 2.61 (74) 3.27 (93) 4.6 (130.20)
Cylinder diameter—in. (mm) 18.4 (468) 18.4 (468) 21.6 (547) 21 (533) 21 (533) 25.6 (650.2)
Cylinder depth—in. (mm) 17.8 (454) 17.8 (454) 13.4 (341) 13 (330) 16.5 (419) 15.6 (396.2)
color
White X X X
Stainless Steel X X X
approXiMatE wEiGht
Crated—lbs. (kg)—Pd/PR & Pn 
Crated—lbs. (kg)—MHP30PR

178 (80.7) 178 (80.7)/165 (74.8) 254 (115)/ 244 (111)
249 (113)

320 (145) 430 (195) 452 (205)

uncrated—lbs. (kg)—Pd/PR & Pn 
uncrated—lbs. (kg)—MHP30PR

164 (74.4) 164 (74.4)/151 (68.5) 245 (111)/235 (107)
243 (110)

309 (140) 408 (185) 430 (195)

DiMENsioNs
Height—in. (mm)—Pd/PR & Pn
Height—in. (mm)—MHP30PR

43 (1092)* 43 (1092)*/41 (1041) 45.67 (1160)*/38.94 (983)
41.69 (1059)

41.14 (1045) 44.88 (1140) 48.2 (1225)

Width—in. (mm) 27 (686) 27 (686) 27 (686) 26 (660) 26 (660) 29.5 (750)
depth—in. (mm) 25.5 (648) 25.5 (648) 29.25 (743) 24.41 (620) 30.5 (775) 29.13 (740)
door opening diameter—in. (mm) 18 (457) 18 (457) 14.2 (361) 11.4 (290) 11.4 (290) 16.1 (409)
warraNty 5-YR. 5-YR. 5-YR. 5-YR. 5-YR. 5-YR.
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*Includes height at top of metercase without optional pedestal

For detailed specifications and dimensional illustrations, please visit our website: www.maytagcommerciallaundry.com. 
Card reader-ready, additional hardware required.



  washErs (COnT’d)
 ENErGy aDvaNtaGE™   

rigid-Mount front-load washers (cont’d)
ENErGy aDvaNtaGE™  

soft-Mount washer Extractor

washEr spEcificatioNs

MoDEls Mfr40pD Mfr50pD Mfr60pD Mfr80pD Mfs18pD Mfs25pD Mfs35pD

coNtrols
Microprocessor X X X X X X X
Manual
payMENt typE
Coin-drop X X X X X X X
Coin Slide
Card Reader-Ready        
Motor
Variable-speed, reversing, high-efficiency,  
controlled induction X X X

Reversing, thermoprotected
Inverter drive, variable speed, reversing X X X X X X X
HP (kw) 2 (1.5) 2 (1.5) 3 (2.2) 4 (3) .80 (.75) 2 (1.5) 3 (2.2)

Volts (Hz) 
208–240V  

Single-Phase/ 
Three-Phase

208–240V  
Single-Phase/ 
Three-Phase

208–240V  
Single-Phase/ 
Three-Phase

208–240V  
Single-Phase/ 
Three-Phase

208–240V  
Single-Phase/ 
Three-Phase

208–240V  
Single-Phase/ 
Three-Phase

208–240V  
Single-Phase/ 
Three-Phase

Export models—options available 208–240V  
1 PH or 3 PH

208–240V  
1 PH or 3 PH

208–240V  
1 PH or 3 PH

208–240V  
1 PH or 3 PH

208–240V  
1 PH or 3 PH

208–240V  
1 PH or 3 PH

208–240V  
1 PH or 3 PH

Voltage/breaker size: 120V/1 PH—amps
    208–240V/1 PH (2-wire + ground)—amps 15 15 20 20 15 15 20
    208–240V/3 PH (3-wire + ground)—amps 15 15 20 20 15 15 20
    Export models 220–240V—amps
spEED
Extract speed—rpm 505 480 490 510 1,000 1,000 980
Extract speed—g-force 100 90 100 133 300 300 350
watEr iNlEt/hosE
Water inlet hose length—ft. (m) 5 (1.52) 5 (1.52) 5 (1.52) 5 (1.52) 5 (1.52) 5 (1.52) 5 (1.52)

Operating pressure—psi (bar) 14.5–116 
(1–8)

14.5–116 
(1–8)

14.5–116 
(1–8)

14.5–116 
(1–8)

14.5–116 
(1–8)

14.5–116 
(1–8)

14.5–116 
(1–8)

drain hose diameter—in. (mm)/drain hose length—ft. (m) 3.0 (76) I.d./ 
1.67 (.5)

3.0 (76) I.d./ 
1.67 (.5)

3.0 (76) I.d./ 
1.67 (.5)

3.0 (76) I.d./ 
1.67 (.5)

3.0 (76) I.d./ 
1.67 (.5)

3.0 (76) I.d./ 
1.67 (.5)

3.0 (76) I.d./ 
1.67 (.5)

capacity
Lbs. (kg) dry weight 40 (18) 50 (22) 60 (27) 80 (35) 18 (7) 25 (10) 35 (16)
Cylinder volume—cu. ft. (liters) 6.4 (181.2) 7.68 (217) 9.5 (270) 11.79 (333.8) 2.61 (73.9) 3.3 (93) 5.9 (166)
Cylinder diameter—in. (mm) 27.6 (701) 27.6 (701) 29.5 (749.3) 35.98 (913.8) 20.86 (530) 20.86 (530) 25.6 (650)
Cylinder depth—in. (mm) 18.5 (470) 22.4 (569) 24 (609.6) 19.88 (505) 12.99 (330) 16.53 (420) 19.68 (500)
color
White
Stainless Steel X X X X X X X
approXiMatE wEiGht
Crated—lbs. (kg)—Pd/PR & Pn 640 (290) 662 (300) 1037 (470) 1632 (740) 552 (250) 662 (300) 1092 (495)

uncrated—lbs. (kg)—Pd/PR & Pn 618 (280) 618 (280) 904 (410) 1566 (710) 519 (235) 607 (275) 1026 (465)
DiMENsioNs
Height—in. (mm)—Pd/PR & Pn 51.8 (1315) 51.8 (1315) 54.33 (1380) 57.48 (1460) 42.52 (1080) 44.88 (1140) 50.98 (1295)
Width—in. (mm) 33.7 (856) 33.7 (856) 34.25 (870) 43.70 (1110) 25.98 (660) 25.98 (660) 32.87 (835)
depth—in. (mm) 33.7 (856) 37.4 (950) 40.95 (1040) 40.95 (1040) 27 (686) 30.91 (785) 37.80 (960)
door opening diameter—in. (mm) 16.1 (409) 16.1 (409) 19.84 (504) 19.84 (504) 11.22 (285) 11.22 (285) 16.14 (410)
warraNty 5-YR. 5-YR. 5-YR. 5-YR. 5-YR. 5-YR. 5-YR.

Dimension will vary according to adjustment of leveling legs, add 2” (50.8mm) min. 
Because of continuous product improvement, Maytag reserves the right to change specifications without notice.
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DryErs ENErGy aDvaNtaGE™

Multi-load Dryers     Multi-load Dryers

MoDEls MDG31pD MDG51pD MDG77pD MDG30pc MDG50pc MDG76pc

coNtrols

Microprocessor X X X X X X

Manual
payMENt typE

Coin-drop X X X X X X

Coin Slide

Card Reader-Ready    

Motor

Single-Phase, thermoprotected  
against overload, auto-reset X X X X X X

HP (kw) tumbler/blower .25 (.19)/1/2 (.37) 1 (.746)/1/2 (.37) 1 (.746)/1/2 (.37) .5 (.37) .75 (.56) 1 (.75)

Tumble speed—rpm 40 + 1.5 40 + 1.5 40 + 2 43 + 2 43 + 2 40 + 1.5
Reversing tumbler
ElEctrical rEQuirEMENts

Volts (Hz)/Phase
Electric models

Gas models 120V (60) 120V (60) 120V (60) 120V (60) 120V (60) 120V (60)

Export models—options available 208–240V/ 
1 PH or 3 PH

208–240V/ 
1 PH or 3 PH

208–240V/ 
1 PH or 3 PH

208–240V/ 
1 PH or 3 PH

208–240V/ 
1 PH or 3 PH

208–240V/ 
1 PH or 3 PH

BrEakEr/fusE rEQuirEMENts—aMps

Electric models (each drying chamber)

Electric models—export  
(one terminal block per stack)

Electric Canadian models 
(one terminal block per stack)

Gas models (each drying chamber) 15 20 20 15 20 20

Gas models—export  
(one terminal block per stack)

Heater element rating—watts
Export models—watts 

souND lEvEl (EXport MoDEls oNly)

Sound pressure level, Lpa (dbA) (Kpa: +/- 10dbA)

capacity

Lbs. (kg) dry weight 30 (13.6) 50 (22.7) 75 (34) 30 (13.6) 50 (22.7) 75 (34)

Cu. Ft. (liters) 11.04 (312) 16.02 (453) 22.1 (626) 12.3 (348) 18.3 (518) 22.4 (634)

tuMBlEr

Tumbler diameter—in. (mm) 30 (762) 37 (940) 37 (940) 30 (762) 32.75 (83.2) 44.5 (1130)

Tumbler depth—in. (mm) 27 (686) 25.75 (654.1) 35.5 (902) 30 (762) 37.5 (953) 24.88 (632)

airflow

domestic models—cfm (cmm) per pocket— 
gas/electric 360 (10.1) 525 (14.8) 560 (15.8) 600 (17) 750 (21) 1,200 (34)

Export models—cfm (cmm) per pocket— 
gas/electric

EXhaust

Exhaust duct diameter—in. (mm) 6 (152.4) 8 (20.3)1 8 (20.3)1 8 (20.3)1 8 (20.3)1 10 (254)

Gas ratiNG—pEr DryiNG chaMBEr

MdG models—BTu/hr. (kcal/hr.) 55,000 (13,860) 90,000 (22,680) 110,000 (27,718) 90,000 (22,680) 150,000 (37,800) 204,000 (51,408)

Gas inlet M.n.P.T. in. (mm) 1 inlet, 1/2 (12.7) 1 inlet, 1/2 (12.7) 1 inlet, 1/2 (12.7) 1/2 (12.7) 1/2 (12.7) 1 inlet, 3/4 F.n.P.T 
(18.0)

1,3 See page 14.
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DryErs (COnT’d)
single-load  

super-capacity
stack Dryers

Gas stack Dryer   
traditional line

Gas stack Dryer  
traditional line

ENErGy aDvaNtaGE™  
Gas stack Dryer

Gas stack Dryer  
traditional line

MoDEls MlE/MlG24pD/pr & pN MlG31pc MlG32pD MlG33pD MlG45pD

coNtrols

Microprocessor X X X X X

Manual
payMENt typE

Coin-drop X X X X X

Coin Slide

Card Reader-Ready X    

Motor

Single-Phase, thermoprotected  
against overload, auto-reset X X X X X

HP (kw) tumbler/blower .34 (.25) .33 .50 .25 (.19 )/1/2 (.37) .75 (.56)

Tumble speed—rpm 50 ± 1.0 43 + 2 43 + 2 40 + 1.5 43 + 1
Reversing tumbler
ElEctrical rEQuirEMENts

Volts (Hz)/Phase
Electric models 240V (60)/13

Gas models 120V (60)/3 120V (60) 120V (60 ) 120V (60) 120V (60)

Export models—options available 220–240V (50)/1 208–240V/ 
1 PH or 3 PH

208–240V/ 
1 PH or 3 PH

208–240V/ 
1 PH or 3 PH

208–240V/ 
1 PH or 3 PH

BrEakEr/fusE rEQuirEMENts—aMps

Electric models (each drying chamber) 30

Electric models—export  
(one terminal block per stack) 40

Electric Canadian models 
(one terminal block per stack) 60

Gas models (each drying chamber) 15 15 15 15 15

Gas models—export  
(one terminal block per stack) 40

Heater element rating—watts
Export models—watts 

5,600
4,600

souND lEvEl (EXport MoDEls oNly)

Sound pressure level, Lpa (dbA) (Kpa: +/- 10dbA) 58

capacity

Lbs. (kg) dry weight 18 (8) 2–30 (2–13.6) 2–30 (2–13.6) 2–30 (2–13.6) 2–45 (2–20.41)

Cu. Ft. (liters) 7.4 (21) 2–10.1 (2–286) 2–10.1 (2–286) 2–11.04 (2–312) 2–14.6 (2–413)

tuMBlEr

Tumbler diameter—in. (mm) 26.25 (667) 2–27.25 (692.2) 2–27.25 (692.2) 2–30 (2–762 ) 2–32.75 (2–831.9)

Tumbler depth—in. (mm) 22.85 (580) 2–30 (2–762) 2–30 (2–762) 2–27 (685.8) 2–30 (2–762)

airflow

domestic models—cfm (cmm) per pocket — 
gas/electric

230 (6.5)/ 
215 (6.1) 400 (13.3) 420 (14) 360 (10.2) 600 (16.99)

Export models—cfm (cmm) per pocket— 
gas/electric

230 (6.5)/ 
215 (6.1) 500 (14.16)

EXhaust

Exhaust duct diameter—in. (mm) 4 (100)1 2–6 (2–152) 1–8 (1–203.2) 2–6 (152) 2–8 (203) OR 1–10 (254)

Gas ratiNG—pEr DryiNG chaMBEr

MdG models—BTu/hr. (kcal/hr.) 24,000 (6,048) 68,000 (16,136) 80,000 (20,160) 55,000 (13,860) 112,000 (28,230)

Gas inlet M.n.P.T. in. (mm) 3/8 (.38) 2 inlets, 1/2 F.n.P.T (12.7) 1 inlet, 3/4 (19) 2 inlets, 1/2 (12.7) 1 inlet, 3/4 (19)

Chart continued on next page.



  DryErs     ENErGy aDvaNtaGE™

    Multi-load Dryers     Multi-load Dryers

MoDEls MDG31pD MDG51pD MDG77pD MDG30pc MDG50pc MDG76pc

colors

White X X X X X X
Bisque (select models) X
Stainless Steel X X X X
approXiMatE wEiGht

Crated—lbs. (kg)—Pd/PR 310 (141) 565 (256.8) 620 (281) 585 (265) 700 (318) 938 (425.47)

uncrated—lbs. (kg)—Pd/PR 285 (124) 545 (247) 600 (272) 535 (243) 651 (295) 888 (402.79)

DiMENsioNs
Height—in. (mm) 66.78 (1696) 77.5 (1969) 77.5 (1969) 72 (1829) 72 (1829) 84.3 (2141)

Width—in. (mm) 31.13 (791) 38.25 (972) 38.25 (972) 31.38 (797) 34.5 (876) 46.19 (1173)

depth—in. (mm) 34.5 (876) 39.25 (997) 48.94 (1243) 41.88 (1064) 48.5 (1232) 36 (914)
door opening diameter—in. (mm) 19.38 (492) 27.38 (695) 27.38 (695) 21.5 (546) 21.5 (546) 34 (863)
door opening area—sq. in. (m2)
warraNty 5-YR. 5-YR. 5-YR. 5-YR. 5-YR. 5-YR.

For detailed specifications and dimensional illustrations, please visit our website: www.maytagcommerciallaundry.com.
 1 Use a 4" (101.6mm) diameter rigid aluminum or galvanized-steel duct. Never use plastic, nonmetal or combustible duct.
 2 Dimensions will vary according to adjustment of leveling legs; add 2" (50.8mm) min.
 3 208-volt electric element kit available.
Additional depth with venting will take from 1-1/8" to 7" (28.5mm to 177.8mm) of depth depending on the vent method used.
 Because of continuous product improvement, Maytag reserves the right to change specifications without notice.

Maytag® Limited Warranty: 5 Year—all parts
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To prevent slugging, coin-drop 
models feature an optical sensor 
that measures the size, weight 
and drop speed of a coin before 
it’s accepted. Coin slide models 
are equipped to accept a variety 
of slides.  And our state-of-the-art 
card reader-ready models make 
“change” a thing of the past. Coin-drop

CHOOSE FROM  
thrEE pay optioNs. $

Coin Slide Card Reader-Ready



  DryErs (COnT’d)
single-load 

super-capacity
stack Dryers

Gas stack Dryer  
traditional line

Gas stack Dryer 
traditional line

ENErGy aDvaNtaGE™ 
Gas stack Dryer

Gas stack Dryer 
traditional line

MoDEls MlE/MlG24pD/
pr & pN MlG31pc MlG32pD MlG33pD MlG45pD

colors

White X X X X X
Bisque (select models) X X
Stainless Steel X X X X
approXiMatE wEiGht

Crated—lbs. (kg)—Pd/PR 290 (131.5)/
275 (124.7) 860 (390) 880 (400) 580 (263) 1080 (490)

uncrated—lbs. (kg)—Pd/PR 265 (120.2)/
250 (113.4) 793 (360) 850 (386) 550 (249) 1015 (460)

DiMENsioNs
Height—in. (mm) 76.75 (1949)2 78.25 (1988) 78.25 (1988) 80.38 (2042) 81 (2057)

Width—in. (mm) 27 (686) 29.75 (755.7) 29.75 (755.7) 31.13 (791) 34.25 (870)

depth—in. (mm) 29 (737) 46.75 (1187) 52.25 (1327) 34.94 (887) 52.5 (1334)
door opening diameter—in. (mm) 21.5 (546) 21.5 (546) 19.38 (492) 27 (686)
door opening area—sq. in. (m2) 224 (0.14)
warraNty 5-YR. 5-YR. 5-YR. 5-YR. 5-YR.
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At Maytag, we believe durable goods should remain just 
that. That’s why every Maytag® product is constructed 
of the highest-quality materials and with the utmost in 
precision craf tsmanship. It’s also why we stand behind 
our equipment with solid service and support from our 
professional Maytag laundry distributors. Simply put, 
when you choose Maytag® products, you ensure your 
peace of mind.

OuR COMMITMEnT TO 
DEpENDaBlE Quality.
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